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ABS HAF!F DOLGU K…R KALIPLARI
ABS HaÞf Dolgu Kšr Kalõplarõ, geri dšnŸ"ŸmlŸ plastikten imal edilen tek kullanõmlõk beton kalõplarõdõr. Her tŸrlŸ yapõda 300 cmÕye kadar betonarme 
yŸkseltilmi" dš"emeler olu"turulmasõnõ ve bšylece hõzlõ, kolay ve ekonomik bir "ekilde dolgu yapõlmasõnõ sa#larlar.

ABS HaÞf Dolgu Kšr Kalõplarõnõn bazõ kullanõm alanlarõ; katta haÞf dolgu, dŸ"Ÿk dš"eme dolgusu, peyzaj dolgusu, ters kiri" dolgusu, temel pabu•larõ 
arasõnda dolgu, otopark rampasõ, havuz etrafõnda dš"eme dolgusu, asansšr holŸ dolgusu ve subasman yapõmõ.

ABS DISPOSABLE FORMWORKS FOR LIGHTWEIGHT FILLINGS
ABS disposable formworks are concrete shaping structures made of recycled plastic that are used only once. They are also called permanent formworks or 
void formers. They help to create reinforced concrete raised ßoors as high as 300 cm in any structure. Reinforced concrete raised ßoors are constructed 
faster and easier, are lighter weight and are more economical than conventional Þlling applications.

ABS disposable formworks are used for any sort of lightweight Þlling application. Some areas of use are; sunken slab Þlling, landscape Þlling to create a hard 
surface, inverted beam Þlling, Þlling between foundation footings, carpark ramp, pool deck Þlling, elevator hallway Þlling and crawlspace construction.

In addition, reinforced concrete raised ßoors created with disposable formworks can be used instead of modular raised ßoors by adding a grid of simple 
junction boxes to the system.

disposableformwork.com

ABS Plus

ABS Level



AVANTAJLAR / ADVANTAGES

YŸzlerce kolon, kemer ve kubbe sayesinde 
olu"turulan betonarme yŸkseltilmi" dš"eme •ok 
yŸksek bir yŸk ta"õma kapasitesine sahiptir.

Through the creation of hundreds of columns, 
arches and domes, the reinforced concrete raised 
ßoor has a very high load bearing capacity.

Y†KSEK Y†K TA$IMA
HIGH LOAD BEARING

EN HAF!F DOLGU
THE LIGHTEST SOLUTION 

Yapõya dolgu yŸksekli#inden ba#õmsõz olarak 
sadece kaplama betonu kadar ilave a#õrlõk 
yŸklenir.

Regardless of the height, only the weight of the 
topping concrete is added to the structure.

HIZLI VE KOLAY
FAST AND EASY

Kšr kalõplarõn kurulumu uzmanlõk gerektirmez; 
son derece kolay ve hõzlõ yerle"tirilirler.

The installation does not require any skilled 
labor; it can be done very fast and easy.

D…$EME ALTI BO$LU%U
VOID SPACE CREATION

Olu"turulan dš "eme altõ bo"lu#undan her tŸrlŸ 
tesisat (elektrik, mekanik vb.) ge•irilebilir; 
kolonlar arasõndaki net a•õklõk 59 cmÕdir.

The void space that gets created can be used for 
installations (electrical, mechanical, etc.) to pass 
through; columns have a net opening of 59 cm.

LOJ!ST!K KOLAYLI%I
EASE OF LOGISTICS

Benzersiz lojistik ve nakliye tasarrufu; šrne#in, 
100 cmÕlik dolguda 50 kamyonluk dolgu 
malzemesi yerine 1 kamyon kšr kalõp yeterlidir.

Unmatched logistical advantage; a sample 
height of 100 cm could be Þlled with only 1 truck 
of disposable formwork where any other 
alternative Þlling material would require 50 
trucks!

!N$AAT S†RES!NDE KISALMA
REDUCED CONSTRUCTION TIME

†st katlardaki in "aat devam ederken dolgunun 
yapõlmasõna imkan tanõr, dolayõsõ ile ciddi 
anlamda in"aat sŸresinde kõsalma sa#lar.

Construction activities on upper ßoors can 
continue without waiting for the Þlling applica-
tion below since the Þlling application can be 
done at any time - saving very valuable 
construction time.

!stenilen boyda kesilebilen PVC kolonlar 
sayesinde her tŸrlŸ kademe rampa yapõlabilir.

PVC pipes can be cut at any size needed to 
create a ramp.

RAMPA YAPIMI
RAMP CREATION

abskorkalip.com.tr
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Olu"turulan yŸzey beton oldu#u i•in Ÿzerine 
daha sonra serbest•e her tŸrlŸ zemin 
kaplamasõ yapõlabilir.

Any sort of covering application can be applied 
on the concrete surface very easily.

KES!NT!S!Z BETON Y†ZEY
COUNTINIOUS CONRETE 
SURFACE

Toprak altõnda kalan kotlarda do#al havalandõr-
ma sa#lanõrsa radon gazõnõ uzakla"tõrõr, nem ve 
rutubet olu "umunu engeller.

If used above foundations and properly 
ventilated, it is the most economical and safest 
way for removing radon gas, humidity and damp 
from living quarters.

RADON VE NEM BAR!YER!
RADON AND DAMP BARRIER

Olu"turulan beton yŸzeye direkt olarak 
tu#la-gazbeton-al•õpan vb. bšlme duvar 
olu"turulabilir.

Separator walls can be constructed directly on 
the newly created concrete surface.

B…LME DUVAR YAPIMI
SEPARATOR WALL
CONSTRUCTION

Geri dšnŸ"ŸmlŸ malzemeden Ÿretilen kšr 
kalõplar projelere LEED sertiÞkasõ puanõ 
kazandõrõr.

Because the disposable formworks are made of 
recycled PP they help to gain considerable LEED 
certiÞcate points.

‚EVRESEL FAYDA
ENVIRONMENTAL VALUE

Olu"turulan dš "eme altõ hava bo"lu#u õsõ ve ses 
izolasyonu sa#lar.

The void space that gets created provides heat 
and sound insulation.

ISI VE SES !ZOLASYONU
HEAT AND SOUND INSULATION
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ABS LEVEL | Y†KSEKL!"!  SAB!T HAF!F DOLGU K…R KALIPLARI (5, 10, 15 cm)
ABS Kšr Kalõplarõnõn 5, 10 ve 15 cm sabit yŸksekliklerdeki ÔLevelÕ serisi ile ticari veya endŸstriyel yapõlarda betonarme yŸkseltilmi" dš"emeler hõzlõ, 
kolay ve son derece ekonomik bir "ekilde olu"turulabilir. Kalõplar i•inden šzellikle kablo tavasõ ve/veya sõhhi tesisat borularõ ge•irilebilecek "ekilde 
tasarlanmõ"tõr.

Sistem metal ayaklõ tŸm modŸler yŸkseltilmi" dš"emelere alternatif olarak kullanõlabilece#i gibi normalde 8-10 cm kuru "ap ile doldurulacak her ticari 
alan ÔABS LevelÕ kšr kalõplarõ ve buat kapaklarõ kullanõlarak betonarme yŸkseltilmi" dš"eme haline getirilebilir ve modŸler yŸkseltilmi" dš"eme gibi 
kullanõlabilir. Bu sayede normalde kaybedilecek hacim, yapõnõn kullanõm alanõna dahil edilerek šzellikle elektrik ve di#er tesisat ge•i"lerinde de#er-
lendirilebilir.

ABS LEVEL | FIXED HEIGHT DISPOSABLE FORMWORKS FOR LIGHTWEIGHT FILLINGS  (5, 10, 15 cm)
ÔLevelÕ series of ABS Disposable Formworks made of recycled plastic with Þxed heights of 5, 10 and 15 cm is used to create reinforced concrete raised ßoors 
in commercial or industrial structures quickly, easily and extremely economically. The formworks are speciÞcally designed to allow cable trays and/or 
plumbing pipes to pass through.

The system can be used as an alternative to all modular raised ßoors applications with metal pedestals. In addition, each commercial area to be Þlled with 
8-10 cm dry screed can be converted to a reinforced concrete raised ßoor using ABS Level disposable formworks and junction boxes. The volume that 
normally would have been lost, can now be used to pass through electrical as well as mechanical installations increasing the total usage area of the building.

disposableformwork.com

1)  ABS Level - H5 (2 adet = 1 m& / 2 pcs = 1 m!)

2) ABS Level - H10 (2 adet = 1 m& / 2 pcs = 1 m!)

3) ABS Level - H15 (2 adet = 1 m& / 2 pcs = 1 m!)

…rnek Uygulama Kesiti
Sample Cross Section

ABS LEVEL Y†KSEKL!%! SAB!T (5, 10, 15 cm)
FIXED HEIGHT(5, 10, 15 cm)

ABS Level - H5
ABS Level - H5

5 cm

4 cm
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